


Batteries from 36 AH up to 95 AH�
�
�
�
�
�
�
�
�
�
�
�
12 VOLTS�
�
�
�
�
�
DIMENSIONS (MM)�
�
�
�
�
�
�
TYPE�
OLD No�
AH CAPACITY 20HR�
RESERVE CAPACITY�
SAE�
DIN�
L�
W�
H�
LAYOUT�
TERMINAL�
HOLD DOWN�
NOTES�
DRY WEIGHT�
�
53628�
�
36�
60�
300�
175�
207�
175�
175�
1�
1�
B3�
1,4�
8,0�
�
53653�
�
36�
60�
300�
175�
207�
175�
175�
0�
1�
B3�
1,4�
8,0�
�
53828�
�
40�
60�
340�
185�
240�
135�
206�
0�
1�
B14�
2�
8,2�
�
54236�
�
40�
60�
340�
185�
240�
135�
206�
1�
1�
B14�
2�
8,2�
�
54312�
�
43�
70�
350�
210�
207�
175�
175�
0�
19�
B3�
1,4�
9,5�
�
54459�
54434�
44�
70�
350�
210�
207�
175�
190�
0�
1�
B3�
1,4�
9,9�
�
54465�
54441�
44�
70�
350�
210�
207�
175�
175�
0�
1�
B3�
1,4�
9,5�
�
54449�
�
44�
70�
350�
210�
207�
175�
190�
1�
1�
B3�
1,4�
9,9�
�
54466�
54545�
44�
70�
350�
210�
207�
175�
175�
1�
1�
B3�
1,4�
9,5�
�
54577�
�
45�
65�
320�
190�
219�
135�
225�
0�
1�
B1�
2�
9,6�
�
54579�
�
45�
65�
320�
190�
219�
135�
225�
1�
1�
B1�
2�
9,6�
�
55046�
�
50�
75�
425�
255�
243�
175�
175�
0�
1�
B3�
1,4�
10,6�
�
55066�
�
50�
80�
400�
240�
207�
175�
190�
0�
1�
B3�
1,4�
10,2�
�
55066/1�
�
50�
80�
400�
240�
207�
175�
190�
1�
1�
B3�
1,4�
10,2�
�
55218�
�
52�
75�
425�
255�
243�
175�
175�
0�
19�
B3�
1,4�
10,6�
�
55559�
55530�
55�
85�
440�
265�
243�
175�
190�
0�
1�
B3�
1,4�
11,7�
�
55531�
�
55�
85�
440�
265�
243�
175�
190�
0�
19�
B3�
1,4�
11,7�
�
55548�
�
55�
85�
440�
265�
243�
175�
190�
1�
1�
B3�
1,4�
11,7�
�
56048�
�
60�
90�
450�
275�
272�
175�
216�
0�
1�
B14�
2�
12,2�
�
56048/A�
�
60�
90�
450�
275�
272�
175�
205�
0�
1�
B14�
1,4�
12,0�
�
56049�
�
60�
90�
450�
275�
272�
175�
216�
1�
1�
B14�
2�
12,2�
�
56049/A�
�
60�
90�
450�
275�
272�
175�
205�
1�
1�
B14�
1,4�
12,0�
�
56091�
�
62�
95�
510�
310�
243�
175�
190�
0�
19�
B3�
1,4�
12,4�
�
56219�
56216�
62�
95�
460�
280�
243�
175�
190�
0�
1�
B3�
1,4�
12,4�
�
56221�
�
62�
95�
460�
280�
243�
175�
190�
1�
1�
B3�
1,4�
12,4�
�
56318�
�
63�
105�
490�
300�
290�
175�
175�
0�
1�
B4�
1�
12,7�
�
56420�
�
68�
110�
610�
380�
290�
175�
175�
0�
1�
B4�
1�
14,2�
�
56530�
�
65�
110�
520�
320�
276�
175�
175�
0�
1�
B3�
1,4�
14,2�
�
56638�
56618�
66�
110�
500�
300�
276�
175�
190�
0�
1�
B3�
1,4�
13,8�
�
56619�
�
66�
110�
500�
300�
276�
175�
190�
0�
19�
B3�
1,4�
13,8�
�
57024�
�
70�
115�
520�
315�
272�
175�
216�
1�
1�
B14�
2�
14,4�
�
57024/A�
�
70�
115�
520�
315�
272�
175�
205�
1�
1�
B14�
1,4�
14,4�
�
57026�
�
70�
115�
520�
315�
272�
175�
216�
0�
19�
B14�
2�
14,4�
�
57029�
�
70�
115�
520�
315�
272�
175�
216�
0�
1�
B14�
2�
14,4�
�
57029/A�
�
70�
115�
520�
315�
272�
175�
205�
0�
1�
B14�
1,4�
14,4�
�
57220�
57217�
72�
120�
670�
420�
276�
175�
190�
0�
1�
B3�
1,4�
15,7�
�
58515�
�
85�
150�
720�
450�
353�
175�
175�
0�
1�
B3�
1,4�
16,2�
�
58827�
58815�
88�
150�
640�
395�
353�
175�
190�
0�
1�
B3�
1,4�
16,5�
�
58820�
�
88�
150�
640�
395�
353�
175�
190�
0�
19�
B3�
1,4�
16,5�
�
59221�
�
95�
160�
720�
440�
353�
175�
190�
0�
1�
B3�
1,4�
18,6�
�
59411�
�
95�
165�
660�
410�
345�
175�
235�
0�
1�
N�
2,4�
19,7�
�
59412�
�
95�
165�
660�
410�
345�
175�
235�
1�
1�
N�
2,4�
19,7�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
NOTES:�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
1.  Kamina lid with central venting�
5.  DIN type lid, recessed posts�
�
�
�
�
�
2.  Flat lid, not recessed posts�
6.  Semi- din lid�
�
�
�
�
�
3.  Multi lid with exposed connectors�
7.  Supplied with venting hose�
�
�
�
�
�
4. With handles�
8.  Hard rubber container�
�
�
�
�
�



European applications�
�
�
�
�
�
�
�
�
�
�
�
Batteries from 100 AH up to 225 AH.�
�
�
�
�
�
�
�
�
�
�
�
12 VOLTS�
�
�
�
�
�
DIMENSIONS (MM)�
�
�
�
�
�
�
TYPE�
OLD No�
AH CAPACITY 20HR�
RESERVE CAPACITY�
SAE�
DIN�
L�
W�
H�
LAYOUT�
TERMINAL�
HOLD DOWN�
NOTES�
DRY WEIGHT�
�
60013�
�
100�
180�
640�
400�
280�
266�
230�
2�
1�
N�
2,4�
19,9�
�
60040�
�
100�
170�
730�
450�
325�
175�
205�
0�
1�
B3�
4,6�
18,9�
�
60040/1�
�
100�
170�
730�
450�
325�
175�
205�
1�
1�
B3�
4,6�
18,9�
�
60044�
�
100�
170�
740�
460�
353�
175�
190�
0�
1�
B3�
1,4�
19,1�
�
60528�
59615�
105�
190�
680�
410�
345�
175�
235�
0�
1�
N�
2,4�
22,0�
�
60527�
59616�
105�
190�
680�
410�
345�
175�
235�
1�
1�
N�
2,4�
22,0�
�
61015�
�
110�
200�
720�
450�
510�
175�
210�
4�
1�
B3�
4,5�
22,0�
�
61023�
61012�
110�
200�
720�
450�
510�
175�
210�
3�
1�
B3�
4,5�
22,0�
�
61017�
�
110�
200�
670�
420�
510�
175�
225�
3�
1�
N�
2,4�
24,4�
�
61018�
�
110�
200�
670�
420�
510�
175�
225�
4�
1�
N�
2,4�
24,4�
�
62511�
62529�
125�
210�
680�
425�
345�
175�
285�
0�
1�
N�
2,4�
25,5�
�
62513�
62530�
125�
210�
680�
425�
345�
175�
285�
1�
1�
N�
2,4�
25,5�
�
62523�
6TN�
125�
240�
700�
440�
280�
266�
230�
2�
1�
N�
2,4�
23,0�
�
62811�
�
128�
210�
670�
420�
510�
218�
208�
3�
1�
N�
2,4�
24,0�
�
63013�
�
135�
240�
700�
430�
510�
218�
208�
3�
1�
N�
2,4�
26,3�
�
63530�
�
135�
240�
720�
450�
510�
189�
215�
3�
1�
N�
2,4�
26,0�
�
63211�
�
140�
290�
850�
540�
510�
175�
210�
0�
1�
B1�
2,4�
27,6�
�
64031�
�
150�
290�
850�
540�
513�
175�
225�
3�
1�
N�
2,4�
28,3�
�
64031R�
�
150�
290�
850�
540�
513�
175�
225�
4�
1�
N�
2,4�
28,3�
�
64317�
�
143�
290�
850�
540�
510�
218�
225�
3�
1�
N�
2,4�
28,0�
�
64323�
64312�
143�
290�
850�
540�
510�
218�
210�
3�
1�
B3�
4,5�
26,3�
�
64389�
�
143�
290�
850�
540�
510�
218�
225�
4�
1�
B3�
4,5�
26,3�
�
66514�
�
165�
300�
900�
550�
510�
218�
225�
3�
1�
N�
2,4�
31,0�
�
66515�
�
165�
300�
900�
550�
510�
218�
225�
3�
1�
B3�
2,4�
31,0�
�
67034�
�
170�
300�
850�
525�
510�
218�
208�
3�
1�
N�
4,5�
31,3�
�
68029�
�
180�
350�
1000�
600�
510�
218�
225�
4�
1�
N�
2,4�
34,0�
�
68032�
�
180�
350�
1000�
600�
510�
218�
225�
3�
1�
N�
2,4�
34,0�
�
68032/HD�
�
195�
380�
1080�
680�
510�
218�
225�
3�
1�
N�
2,4�
36,4�
�
71014�
70027�
210�
400�
1150�
680�
518�
274�
235�
3�
1�
N�
2,4�
39,4�
�
71015�
70029�
210�
400�
1150�
680�
518�
274�
235�
4�
1�
N�
2,4�
39,4�
�
72026�
�
225�
410�
1100�
695�
518�
274�
235�
3�
1�
N�
2,4�
41,8�
�
�



Japanese applications�
�
�
�
�
�
�
�
�
�
�
�
�
12 VOLTS�
�
�
�
�
�
DIMENSIONS (MM)�
�
�
�
�
�
�
TYPE�
JIS No�
AH CAPACITY 20HR�
RESERVE CAPACITY�
Cold start�
�
L�
W�
H�
LAYOUT�
TERMINAL�
HOLD DOWN�
NOTES�
DRY WEIGHT�
�
12N24-3�
26A19L�
26�
35�
220�
�
184�
127�
184�
0�
19�
N�
2�
7,0�
�
12N24-4�
26A19R�
26�
35�
220�
�
184�
127�
184�
1�
19�
N�
2�
7,0�
�
NS40Z�
36B20R�
36�
50�
300�
�
196�
130�
225�
1�
3�
N�
2�
8,1�
�
NS40ZL�
36B20L�
36�
50�
300�
�
196�
130�
225�
0�
3�
N�
2�
8,1�
�
NS40ZS�
36B20RS�
36�
50�
300�
�
196�
130�
225�
1�
1�
N�
2�
8,1�
�
NS40ZLS�
36B20LS�
36�
50�
300�
�
196�
130�
225�
0�
1�
N�
2�
8,1�
�
N40�
32C24R�
40�
60�
325�
�
238�
128�
225�
1�
1�
N�
2�
8,2�
�
N40L�
32C24L�
40�
60�
325�
�
238�
128�
225�
0�
1�
N�
2�
8,2�
�
NS60�
46B24R�
45�
75�
360�
�
238�
128�
225�
1�
3�
N�
2�
9,4�
�
NS60L�
46B24L�
45�
75�
360�
�
238�
128�
225�
0�
3�
N�
2�
9,4�
�
NS60S�
46B24RS�
45�
75�
360�
�
238�
128�
225�
1�
1�
N�
2�
9,4�
�
NS60LS�
46B24LS�
45�
75�
360�
�
238�
128�
225�
0�
1�
N�
2�
9,4�
�
N50�
48D26R�
50�
85�
360�
�
255�
175�
216�
1�
1�
N�
2�
11,0�
�
N50L�
48D26L�
50�
85�
360�
�
255�
175�
216�
0�
1�
N�
2�
11,0�
�
�
55D23L�
60�
90�
420�
�
230�
170�
225�
0�
1�
N�
2�
12,2�
�
�
55D23R�
60�
90�
420�
�
230�
170�
225�
1�
1�
N�
2�
12,2�
�
N50Z�
55D26R�
60�
95�
430�
�
255�
175�
216�
1�
1�
N�
2�
12,0�
�
N50ZL�
55D26L�
60�
95�
430�
�
255�
175�
216�
0�
1�
N�
2�
12,0�
�
NS70�
65D26R�
70�
112�
470�
�
255�
175�
216�
1�
1�
N�
2�
14,4�
�
NS70L�
65D26L�
70�
112�
470�
�
255�
175�
216�
0�
1�
N�
2�
14,4�
�
N70�
65D31R�
70�
115�
500�
�
304�
171�
217�
1�
1�
N�
2,4�
14,1�
�
N70L�
65D31L�
70�
115�
500�
�
304�
171�
217�
0�
1�
N�
2,4�
14,1�
�
N70Z�
75D31R�
75�
135�
520�
�
304�
171�
217�
1�
1�
N�
2,4�
16,4�
�
N70ZL�
75D31L�
75�
135�
520�
�
304�
171�
217�
0�
1�
N�
2,4�
16,4�
�
�
85D26L�
85�
140�
580�
�
255�
175�
216�
0�
1�
N�
2�
16,8�
�
�
85D26R�
85�
140�
580�
�
255�
175�
216�
1�
1�
N�
2�
16,8�
�
�
95D–31L�
95�
160�
650�
�
304�
171�
217�
0�
1�
N�
2,4�
18,5�
�
�
95D31R�
95�
160�
650�
�
304�
171�
217�
1�
1�
N�
2,4�
18,5�
�
N100�
95E41R�
100�
180�
610�
�
410�
175�
225�
1�
1�
N�
2,4�
19,8�
�
N100L�
95E41L�
100�
180�
610�
�
410�
175�
225�
0�
1�
N�
2,4�
19,8�
�
N120�
115F51R�
120�
210�
680�
�
510�
175�
225�
4�
1�
N�
2,4�
24,4�
�
N120L�
115F51L�
120�
210�
680�
�
510�
175�
225�
3�
1�
N�
2,4�
24,4�
�
N135�
�
135�
270�
780�
�
510�
175�
225�
4�
1�
N�
2,4�
25,6�
�
N135L�
�
135�
270�
780�
�
510�
175�
225�
3�
1�
N�
2,4�
25,6�
�
N150�
145G51R�
150�
310�
820�
�
510�
218�
225�
4�
1�
N�
2,4�
28,2�
�
N150L�
145G51L�
150�
310�
820�
�
510�
218�
225�
3�
1�
N�
2,4�
28,2�
�
N200�
210H52R�
210�
400�
1000�
�
518�
274�
235�
4�
1�
N�
2,4�
39,4�
�
N200L�
210H52L�
210�
400�
1000�
�
518�
274�
235�
3�
1�
N�
2,4�
39,4�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
NOTES:�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
�
1.  Kamina lid with central venting�
�
�
5.  DIN type lid, recessed posts�
�
�
�
�
�
2.  Flat lid, not recessed posts�
�
�
6.  Semi- din lid�
�
�
�
�
�
3.  Multi lid with exposed connectors�
�
�
7.  Supplied with venting hose�
�
�
�
�
�
4. With handles�
�
�
8. Hard rubber container�
�
�
�
�
�



6 volt hard rubber batteries�
�
�
�
�
�
�
�
�
�
�
�
�
6 VOLTS�
�
�
�
�
�
DIMENSIONS (MM)�
�
�
�
�
�
�
TYPE�
OLD No�
AH CAPACITY 20HR�
RESERVE CAPACITY�
SAE�
DIN�
L�
W�
H�
LAYOUT�
TERMINAL�
HOLD DOWN�
NOTES�
DRY WEIGHT�
�
07715�
�
70�
105�
395�
230�
216�
170�
192�
0�
1�
N�
3,8�
9,3�
�
13512�
�
135�
210�
620�
390�
320�
170�
226�
0�
1�
N�
3,8�
16,0�
�
15017�
�
150�
250�
720�
405�
349�
170�
226�
0�
1�
N�
3,8�
17,1�
�
18290�
�
195�
350�
880�
520�
410�
170�
226�
0�
1�
N�
3,8�
22,0�
�






Marine and leisure batteries�
�
�
�
�
�
�
�
�
�
�
�
�
12 VOLTS�
�
�
�
�
�
DIMENSIONS (MM)�
�
�
�
�
�
�
TYPE�
OLD No�
AH CAPACITY 20HR�
RESERVE CAPACITY�
SAE�
DIN�
L�
W�
H�
LAYOUT�
TERMINAL�
HOLD DOWN�
NOTES�
DRY WEIGHT�
�
M 56049�
�
60�
�
�
�
272�
175�
216�
1�
1�
B14�
1,4,7�
12,2�
�
M 56636�
�
66�
�
�
�
276�
175�
190�
0�
1�
B3�
1,4,7�
14,0�
�
M 57220�
�
72�
�
�
�
276�
175�
190�
0�
1�
B3�
1,4,7�
15,7�
�
M 58827�
�
88�
�
�
�
352�
175�
190�
0�
1�
B3�
1,4,7�
16,5�
�
M 59221�
�
95�
�
�
�
352�
175�
190�
0�
1�
B3�
1,4,7�
18,6�
�



